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Compact and powerful! The thermosept® washer BP 31 is a compact bedpan washer with a high capacity suitable for 
hospitals, nursing homes, private clinics, etc and was designed for cleaning bedpans, urine bottles, and much more.  
Emphasis has been placed on quality, flexibility and ease of use. Furthermore the equipment is constructed in such a 
way that it can be adapted to the available space. 

It can
• be easily mounted on the wall
• be placed on a base on the floor 
• can be fitted under a worktop

The computer monitored washing process and the rotating washing 
heads ensure a constant high quality result.

Bedpan washer

The thermosept® washer BP 31

thermosept® washer BP31

 Our plus
•	 the cover serves as an outlet: bedpans and urine bottles are automatically 

	 emptied when the cover is shut.

•	 complete disinfection

•	 steam compensator minimises the steam escaping when opening 

Product	
thermosept® washer BP 31 

(400 volt/16 amps)	 	

thermosept® washer BP 31

(400 volt/16 amps) incl. Netcom	

Base for BP 31 (height 30 cm)	

Accessories		
Foot operation		

Elbow operation	 	  

Small parts cage		   

Dosing pump		   

The bedpan washer 

thermosept® washer BP 31

For more detailed information about our bedpan washer 
please request our Bedpan Hygiene Brochure.
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Spray equipment

sm-PED

•	 spray equipment for fast alcoholic disinfection of feet and footwear

•	 automatically operated spray equipment able to be used as wall-mounted or 	

	 floor-mounted equipment (operated without water or electricity connections)

•	 sprays disinfectant from four nozzles in a targeted way by treading on the foot 	

	 lever

•	 a nozzle in the foot lever also sprays the part of the foot or shoe area which is 	

	 covered by the lever and, at the same time, the pedal is also disinfected

•	 simple refilling with 5 and 10 litre bulk containers

•	  0459

Dimensions  |  Technical data  
width:	 26.7 cm

depth:	 37.5 cm (incl. foot pedal)

height:	 34.5 cm

spray amount:	 approx. 4 ml/stroke

capacity:	 5 and 10 l bulk containers



Mixing equipment

Dimensions  |  Technical data 
width x depth x height:	 28.3 x 10.0 x 40.0 cm

flow amount:	 10 litre/min at 3 bar

dosing: 	 infinitely adjustable up to 2 %

water connection:	 3/4" screw connection with 	

	 plug-in coupling for output  

			   spray gun

water drip pipe:	 NW 50, on-site drainage

flow pressure:	 3 – 5 bar on-site;  

if the pressure is higher provide  

	 on-site a pressure reducing device

sm-8® Foam

For use in industrial and 

foodstuff processing areas

• 	 operation only with water power

• 	 rinsing, foaming or spraying in one

• 	 easy operation with the lever switch

• 	 dosing infinitely adjustable up to 2 %

• 	 no refilling – only exchange of the product container

• 	 mounting plate and cover made of high-grade steel

• 	 system separation according to EN 1988, part 4 (TRWI) and EN 1717

• 	 output spray gun with rinsing nozzle, foam nozzle and ergonomical 	

	 extension lance

• 	 foam spray gun for the automatic mixing and foaming of cleaning and 

	 disinfectant solutions

• 	 with 2.7 l container for the product concentrate

• 	 incl. spray lance, hot water spray gun, output hose (food-safe as well as 

	 pressure-stable and temperature-stable)

• 	 dosing variable by colour-coded suction nozzles 

Product
2.7 l	

4.05 l	  

Nito Foam Spray Gun
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Information material

A strong heart 
for CSSD circulation
Efficiency and cost-effectiveness 
with the schülke pumping station

Folder Pumping station 
mat. No. 2123

For more information 
about our pumping station 
please request our folder.



For use in industrial and 

foodstuff processing areas
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Water filters

Schülke fi ltration 
– Endständige Wasserfi lter
Innovation und Erfahrung 
für garantiert absolute Reinheit

FOL_Wasserfilter_126_RZ.indd   3 15.10.2007   9:44:36 Uhr

schülke Filtration

Based on our joint venture with Laboratoires Anios as well as our own experience we have developed sterile filter capsules for 
single use which guarantee microbiologically pure water (incl. Legionella) for 7 days (schülke filtration 7A), 14 days (schülke 
filtration 14A) and 30 days (schülke filtration 30A). Our filtration range reduces the risk of cross-contamination in those areas 
which are very high risk such as burn units, intensive care units (ICU), operating theatres, etc.

 Our Plus
•	 CPC inlet enables easy replacement of the filter

•	 Effective against all bacteria incl. Legionella

•	 Comprehensive, expert-assessed performance duration and quality 

•	 Low sensitivity

Outlet		

Large shower 7A		

Flat 7A		

Large shower 14A		

Flat 14A		

Large shower 30LPA	

Flat 30LPA		

Accessories		

CPC quick-action coupling	

Connection piece M22	

Connection piece M24	

Reducing coupling		

Shower handle exclusive	

Large shower 
outlet connection

Flat outlet 
connection

For more detailed information about our water filtration please request our schülke Filtration folder.
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22840 Norderstedt  |  Germany
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www.schuelke.com

... plus our international distributors

schülke worldwide:

A company of the 
Air Liquide Group
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Austria
Schülke&Mayr Ges.m.b.H.
1070 Vienna
Phone   	+43-1-523 25 01 0
Fax	 +43-1-523 25 01 60

Italy
Schülke&Mayr Italia S.r.l.
20148 Milano
Phone	 +39-02-40 21 820
Fax	 +39-02-40 21 829

Singapore
Schülke&Mayr (Asia) Pte. Ltd.
Singapore 768767
Phone  	 +65-62-57 23 88
Fax	 +65-62-57 93 88 

China
Schülke&Mayr GmbH
Shanghai Representative Office 
Shanghai 200041
Phone	 +86-21-62 17 29 95
Fax	 +86-21-62 17 29 97

Malaysia
Schülke&Mayr (Asia) Sdn Bhd
46000 Petaling Jaya, Selangor
Phone  	 +60-3-77 83 56 98
Fax	 +60-3-77 84 79 31

Switzerland
Schülke&Mayr AG
8003 Zurich
Phone	 +41-44-466 55 44
Fax	 +41-44-466 55 33

United Kingdom
Schülke&Mayr UK Ltd.
Sheffield  S9 1AT
Phone	 +44-114-254 35 00
Fax	 +44-114-254 35 01

France
S&M France
75341 Paris Cedex 07
Phone	 +33-1- 44 11 00  81
Fax	 +33-1- 44 11 02  41

Netherlands
Schülke&Mayr Benelux B.V.
2003 LM-Haarlem
Phone	 +31-23-535 26 34
Fax	 +31-23-536 79 70

Germany
Schülke&Mayr GmbH
22840 Norderstedt
Phone 	 +49-40-521 00 0
Fax 	 +49-40-521 00 318

Poland
Schulke Polska Sp. z o.o.
01-793 Warszawa
Phone  	 +48-22-568 22 02-03
Fax	 +48-22-568 22 04
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